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DELIVERED TO :

INDUSTEEL FRANCE, site du Creusot
56 rue Clémenceau

71201 LE CREUSOT Cedex FRANCE

PURPOSE : Validation of the protection level of one armor plate target according to the
customer's specification dated on September 5, 2019.

TESTED SAMPLE(S): MARS 500 thickness 6.50mm

TESTING DATE : Septembre 9t, 2019

Publication : INDUSTEEL FRANCE - 2 copies

This test report certifies only to characteristics of the sample
subjected to the tests and does not prejudge characteristics of
similar products. It does not thus constitute a certification of
product in the sense of the article L115-27 of the code of the
consumption and the law of June 3rd, 1994.

In order to notify the conformity or non-conformity to the
requirements, the uncertainty of the test results has not been
explicitly taken into account.

Any reproduction of this test report is authorized only under the
shape of complete photographic facsimile except particular
agreement written by the Banc National d’Epreuve.

In case of broadcast issue of the present report by electronic way
and\or on electronic physical support, only the report in the form
of paper support signed by the Banc National d'Epreuve is valid
in case of dispute. This report in the form of paper support is
preserved in the BNE during a minimal duration of 20 years.
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TESTED SAMPLE(S)

One sample is supplied by the customer.

Sample number 164575 701
Grade MARS 500
Cast F3689
Nominal thickness (mm) 6.50
Real thickness (mm) 6.50
Size (mm) 305x915
Hardness (HB) 514

TESTING CONDITIONS

September 9, 2019
Shooting range temperature (°C) 20.6
Shooting range humidity (% RH) 55

Used equipment

Climatic enclosure: air conditioned room

Target frame: BLINDAGE ETBS

Velocity measurement: Radar DOPPLER 35GHz BR3503 M-VIT-15
Carriage: PROTOTYPA STZA 14A n° 108

Test barrels calibers:
7.62x51 n°HPI 17F049, 650mm length, right hand twist 305mm, 4 grooves
5.56x45 n°4999, 650mm length, right hand twist 178mm, 6 grooves

Ammunition caliber:
7.62x51 FJ(1)/PB/SC batch n° T-15-001
5.56X45 FJ(2)/PB/SCP1 batch n° 07F8061

Implementation

According to the EN 1523:1998, excepted that the tested material is not a window, door, shutter or
blind.

The panel is tested at an angle of 0° NATO.

TESTING RESULTS

See the enclosed results sheets n° 18642.
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CONCLUSION

The sample supplied by INDUSTEEL CREUSOT has been submitted to the test according to the
customer’s specification.

The steel panel withstood three impacts of projectiles 5.46x45 FJ(2)/PB/SCP1 and three impacts of
projectiles 7.62x51 FJ(1)/PB/SC of EN 1522:1998 level FB6 class projectiles at 0° with no perforation
of the witness foil (absence of splinters).
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BANC NATIONAL D'EPREUVE DES ARMES ET MUNITIONS
Chambre de Commerce et d'Industrie de Saint-Etienne/Montbrison
Essais de résistance a l'impact

N° Feuille de Tir: 18642 Eprouvette N° :
Réf. BNE : RBM-19-2146
Client : INDUSTEEL CREUSOT Date : 09/09/2019
Dimensions : 305 X 915 mm Masse : 15,78 kg
Epaisseur Reelle: 6,50 mm

Composition : MARS 500

Balance : M-BAL-02 (R1), M-BAL-04 (60kg)

Enceinte : Salle climatisée

Support cible : BLINDAGE ETBS

Enregistreur : M-THR-24

Meétrologie Cplt : M-MEX-10, M-RAP-02, M-RUB-34, M-REG-16, M-TEL-08

Acquisition Vitesse : RADAR BR3503 M-VIT-15 .

Affat : PROTOTYPA STZA 14A N° 108

Calibre : 5,56 X 45 762X 51

Distance : 10,00 m 10,00 m

Canon : 4999 HPI 17F049

Gaine de Tir N° : 1

Temp. Gaine de tir : 20,6 °C

Hum. Gaine de tir : 55 %

Série | Tir Calibre Typ proj. Lot Incidence V7,5 | Protection Observations

(mi/s)

1 1 7,62X51 |FJ(1) PB/SC| T-15-001 0° 855,8 oul E-BAL
1 2 762X51 |FJAyPB/SC| T-15-001 0° 828,8 oul E-BAL
1 3 7.62X51 |FJ(1)/PB/SC| T-15-001 0° 852,0 oul E-BAL
7] 1 5,56 X 45 | FJ¥PB/SCP1 07F8061 o° 972,2 oul E-BAL
2 2 5,56 X 45 | FJY/PB/SCP1 07F8061 o° 958,6 oul E-BAL
2 3 5,56 X 45 | FJPB/SCP1 07F8061 0° 944,6 oul E-BAL

Opérateurs:  MLLE. BRUNEL / M. MOURET

Présents :

Observations :
Cahier des charges :

"Cet essai a été réalisé dans un laboratoire dont le systéme de management de la qualité est certifié¢ AFAQ 1SO 9001"
"This test was conducted in an AFAQ ISO 9001 certified laboratory"
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